[FD@[@@@[F Speedway

A. Enable SolidWorks Motion.
Step 1. If necessary, open your Speedway Assembly file.

Motion Study 4

T

Step 2. If necessary, turn on SolidWorks Motion. To turn on SolidWorks

Motion, click Tools Menu > Add-Ins.

add-tos
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Fig. 1

|start |

Check SolidWorks Motion check box under Active Add-Ins and
Start-Up, Fig. 1. Click OK.

Step 3.

2

B. Type of Study.
Step 1. Click Motion Study 1 tab | Motion Study 1 [ at the lower left of
the graphics area, Fig. 2.

< s s < e e B A e

Step 2. Set Type of Study to Motion Analysis, Fig. 2.
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Fig. 2
C. Solve as Flexible. |

—General properties

Component Mame: I CAR ASSEMELY Instance Id: |1 Full Mame; ICPR ASSEMBLY <13

Component Reference: I

Step 1. Right click Car Assembly in the Mo-
tion Manager design tree and click Com-

ponent Properties, Fig. 3.

Spool Reference: I

Companent Description: I CAR ASSEMBLY

Step 2. In the Component Properties dialog box
set:
Solve as to Flexible, Fig. 4

click OK.

Madel Document Path: |C:IUserslPHlDocumentslTech Ed 12-13\5pesdway|CAR ASSEMBLY.SLDE

{Flease use FilefReplace command to replace madel of the companent{s))
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Fig. 3
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D. Add Motor.

Step 1. Zoom in around Car Assembly, Fig. S.
To zoom, hold down Shift key and drag
with middle mouse button (wheel). To
pan, hold down Ctrl key and drag with
middle mouse button (wheel).

Fig. 5

'IMDtionAnaIysis '|}3"L = : |M 'I=P ﬂi:“@”_ |@|'§\R@©|E|Q|& @@
VERERE wsee, [tee, 2oes, e Maee Mee | foses | [[sse, | Bese
=S SPEEDWAY (Default)
@ Orientation and Camera Yiews
{;g Lights, Cameras and Scene
-5 (F) TRACK<1>
-8 () CAR ASSEMBLY <13
@@ Mates

<

AR [_Model | Motion Study 1

Fig. 6
Step 2. Click Motor @ on the Motion Manager toolbar, Fig. 6. "
Motor Type ]
Step 3. In the Motor Property Manager set: @) rotary votor
under Motor Type, Fig. 7 (=] tinear Hoter m§uc—.mr;
select Rotary Motor (Pt et Motor
Component/Direction
under Component/Direction O [Face<iz@car nSSEMBL\s
: |
for Motor Location |)' | Face<l =@CAR ASSEMBL\‘
click the cylindrical face of rear Wheel, Fig. 8 A [sice1orir spune d
Motion A
for Motor Direction [Constant soeed gz~
. . . . £ I 500 RPM g
Motor direction arrow should point CW ﬁ , Fig. 8. N -
If arrow is pointing in wrong direction, click Reverse
Direction |7 , Fig. 7. i :
Click. the graph to enlarge

click in Component to Move Relative to I box, Fig. 7 Fig. 7

click FIT SPLINE PATH, Fig. 8

RPM 500

click OK ‘ﬁ? .

Move
Relative

Direction 2
CW

Fig. 8
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E. Contact.

Step 1.

Step 2.

Click Contact E‘ on the Motion Manager toolbar, Fig. 9.

@ Crientation and Camera Yiews
@ Lights, Cameras and Scene
@ RotaryMokar1

=99 (F) TRACK<1>

-8 (-) CAR ASSEMBLY <13
@@ Mates

4

[[Fotion Aness =@ 15 & @ [ [ -+ -BlE[F¢ @SN NRESE|E|w -
,?%. BT lll secl |1 secl 2 secl 3 secl 4 secl 5 secl |E W |? secl ‘B sec
&9 SPEEDWAY (Default) \

Fig. 9
In the Property Manager set:
expand Selections, Fig. 10
check Use contact groups

in Group 1 Ibox

click all four Wheels, Fig. 11. Rotate view to select wheels on
back side Fig. 12. To rotate, hold down middle mouse button
(wheel) and drag.

click in Group 2 Ibox, Fig. 10
click Track, Fig. 12

uncheck Material

under Friction
X
Vi 4

Dynamic Friction Coefficient n‘u k8

Dynamic Friction Velocity

uncheck Static friction

click OK ‘ﬁ? .

Fig. 12

« R B

| Message ¥ |

Contact Type ]
Solid Bodies ~
* Curves
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¥ Use cantact groups
Conkact between items im

same group is ignored.

AR ASSEMELY-L@SPEEL
AR ASSEMELY-L@SPEEL

AR ASSEMELY-L@SPEEL

CAR ASSEMBLY- I@SPEE[
Mumber of contact pairs: 4

TRACK-1@SPEEDWAY
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¥ Friction

Vi |0.40ings
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Slippery Skicky
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Fig. 10
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F. Gravity.
Step 1. Click Gravity @

[
IMDtion Analysis '” = B I

,? T T Wy g lll SEec
-9 SPEEDWAY (Default)
® Origntation and Camera Views

1 sec 2 sec

3 sec
tirabrroebrcr b e

on the Motion Manager toolbar, Fig. 13.

Lights, Cameras and Scene
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Step 2. In the Gravity Property Manager set:

under Gravity Parameters, Fig. 14
select Y

the green arrow J in the bottom right corner of the

graphics area should point down, Fig. 15

click OK 4 .

Step 3. Save. Use Ctrl-S.
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G. Results and Plots.
[3 on the Standard Views toolbar.

Step 2. Click Results and Plots

lIMotion Analysis ¥ |§§ I B L
VTEERE

=¥ SPEEDWAY (Default)
@ Crientation and Camera Yiews
@ Lights, Cameras and Scene
@ RotaryMokar1

"ﬂ.';, Solid Body Conkactl

Step 1. Click Trimetric

(=

=

lﬂsec
trrn b

on the Motion Manager toolbar, Fig. 16.
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Fig. 16

Step 3. In the Property Manager set:

v R

under Result, Fig. 17

Result

A

Category Displacement/Velocity/Acceleration
Sub Category Linear Velocity
Result Component Magnitude

for Feature @

ILinear Welocity :i |
IMagnitude l!l l
@ Face <1 >@CAR ASSEMBLY: |‘

Displacement velocity/s )

click side face /

Plot Results A

of Car Body,

Step 4. Save. Use Ctrl-S.

% Create a new plot
€ add bo existing plat:
I jv
Flok result versus:

Tirne: &

[ Create new motion data
SEMSOr

Yalue : Data not available

Output Options 3

™ Shows wector in the graphics
winidow

Fig. 17
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H. Motion Study Properties.

Step 1.

Step 2. In the Property Manager set:

under Motion Analysis, Fig. 20
Frames per second: 250
check Use Precise Contact

Click Motion Study Properties | *=I| on the Motion Manager toolbar, Fig. 19.

=¥ SPEEDWAY (Default)

@ RaotaryMotor 1

g\. Solid Body Contactl
Q‘; Gravity

-5 (F) TRACK<1>

88 (-} CAR ASSEMBLY<1>
G- Mates

(-] Results

click Advanced Options button ﬁi?_& 2
under Advanced Motion Analysis Option, Fig. 21 9 Arimats during simdation
Integl’atOI' Type WSTIFF - Rt_ep\ace n_adundant mates

with bushings

click OK

click OK ‘ﬁ? .

Step 3. Solver: The default ul | .

GTIFF solver is
limited to around

7200 RPMs. Hope-

fully we will be

using more RPMs
to power our mo-
tor so that is why

we switched to the

WSTIFF solver.
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Fig. 19 - -
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Fig. 20
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Fig. 21
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I. Disable Playback View Keys.

Step 1. Right click @
Orientation and
Camera Views in
the Motion Manager
design tree and click
Disable Playback of
View Keys, Fig. 22.
Disabling View Keys
will allow viewing

IIMotion Analysis '“ > = :
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@

‘22-_. Disable Playback of View Keys I‘

Disable Yiew Key Creation
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Collapse Items
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E
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i
E
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. Fig. 22
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=99 SPEEDWAY (Default)
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. . i:! @ RotaryMotor 1
Step 1' Clle ZOOIII mj = | @ Solid Body Contactl
..... & Gravit o
in lower ﬂght corner % (o TRAK<t> Drag Key Point from 5 seconds
of the Motion Man- @8 () CAR ASSEMBLY<1> to 4 seconds
ager to increase the Eg e \ Q@
5 . (
Time Bar with finer e e woton sy | ~
time increments, Fig. 23
Fig. 23.
IIMotionAnaIysis '” & = = : I j‘ = | H? v | @ §§ \
. ’?ﬁ?g B Wy ll] sec 1 sec 2 sec 3 sec 4 sec 5 sec
v beroc b borec b bevor oo b RN N
Step 2. Set the Motion o @ PecowaY (oefout) i
Study duration tO @ Crientation and Camera Yiews
[ |2%] Lights, Cameras and Scene
4 seconds on the - RotaryMatart
Tlmellne TO Change ----- é Solid Body Contactl
MG =M e E" Gravity
duration, in the top DE O et
o w8 (- <t
Timeline drag the w1 [ meres
[]--@ Results
Key Point * at5s <
seconds to 4 seconds, FIg. Z4. Fig. 24
Step 3. Suppress the 2 Tangent
Mates in the Motion man-
ager tree. To suppress the [ Zl@@ i & & | s 11K
: W%&m% ll:lllslelc|\||||1llsle|c|||||2||S|e|c|||||3||S|e|c|||||4||5|e|c|
Mates, expand Mates, click | & sreewar ofous 4
the ﬁrst Tangent Mate’ then @ C?rientation and Camera Yiews
hold down the Shift ke [J% e
0 {4 RotaryMakor
. y ----- @ Solid Body Contackl
and click the 2nd Tangent | . 3 Gravity
. +-T (F) TRACK <1 >
Mate. Release the Shiftkey, | £ %o semvers
right click and click Sup- Suppress
E Create Mhlot
press lm from the menu, , SE'Etet“:“’l e study
. A Coincident1 (TRACK<1>,CAR 00m ko election
Flg‘ 25. le=| Distanced (CAR ASSEMBLY<13 Collapse Ttems
[]__@ Results HidefShow Tree Items. ..
Step 4. Save. Use Ctrl-S. Costombe Moy

Fig. 25
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K. Calculate and Play.

Step 1.

Step 2.

Step 3.

Step 4.

Step 5.

l|M|:|tu:|n Analysis 'l | | [ B> | :

0.25% 1= - @@ |W'-}"'

—_ EQ&&% l|:lllslelclllll|1llslelcl\III|2IIII_.|IIII?I'Islelclll\ldllslelcl
Click Calculate | [z =99 SPEEDWAY (Default) ]
. @ Crientation and Camera Yiews
on the MOthl’l Manager []--@ Lights, Cameras and Scene
. @ RataryMokarl
tOOlbar, Flgo 26. ..... ilil?' Solid Bady Cantact1
----- 5 Gravity
- (F) TRACK <1 >
Set the Playback Speed to D}% () CAR ASSEMBLY <1>
. =2 Mates
.25, Flg. 26. O\ Tangentt (TRACK=13,CAR AS
O Tangent2 (TRACK=13,CAR AS
PathMatel
o Coincident! (TRACK <1»,CAR.
Click P]ay from Start ui? - Distance1 (CAR ASSEMBLY <13
. []--@ Results
on the Motion Manager «
. [_Model | Motion Study 1
toolbar, Fig. 26. .
- 18 Fig. 26
. A

What's the Velocity, Fig. 277

Save. Use Ctrl-S.

L. More RPMs.

Step 1.

Step 2.

Step 3.

Rewind Motion Study to 0 seconds.
To rewind, either drag the Play Head

U back to the beginning in the Mo-

tion Manager toolbar or drag the Time
Bar, the gray vertical line
back to 0 in the Timeline,
Fig. 28. It's good practice

to rewind before you make - Js] Lighits, Cameras and Scene
@ RaokaryMokarl

changes in the Timeline,
otherwise you could create | @ Graviy
unwanted Keys.

- [&7) Results

Double click Key Point ‘
at Time = 0 in the Rotary-

Motor1 Timeline, Fig. 28. Or, you can right click RotaryMotorl1 in
the Motion Manager design tree and Edit Feature. Be sure to rewind

before edit the motor using this method.

In the Motor Property Manager set:
RPM 800 Fig. 29

click OK J .
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Fig. 27
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Fig. 28
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Click the graph to enlarge

Fig. 29
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Step 4. Set the Motion Study lIMotion Analysis '” e = | |°-25>< :[' =+ - @ | @ ‘W ‘A

duration to 2.8 seconds on | o L ENRNE Wy
. . = SPEEDWAY (Default)
the Timeline. To change | = R Orientation and Camera Yiews N

[]--@ Lights, Cameras and Scene
@ RotaryMokorl

@ Solid Body Contact1
----- E; Gravity

duration, in the top Time-

line drag the Key Point *

at 4 seconds to 2.8 sec- 0§ (B TRACK<L>
. 88 (-} CAR ASSEMBLY<1>
OndS, Flg. 30. = @@ Mates (12 Redundancies)
[]--@ Results
4]
=] .
Step 5. Click Calculate and Fig. 30
Play from Start HE} on the Motion Plott |

b4
1

Manager toolbar. 2 -
Step 6. What's the Velocity, Fig. 31? ' \l// \L/\J

Step 7. Continue and increase RPMs to deter-
mine the maximum velocity. Be sure to
rewind before editing motor.
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o
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i i i i i i T i i
028 0.56 0.84 112 1.40 168 1.96 2.24 252 280
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Fig. 31
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