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E-Car

Battery Clip 
A.  Lines.
Step 1.	 Click File Menu > New, click Part and OK.

Step 2.	 Click Front Plane  in the Feature Manager and click Sketch 

 on the context toolbar, Fig. 1.

Step 3.	 Click Line  (L) on the Sketch toolbar.

Step 4.	 Starting from the Origin sketch the 3 lines, Fig. 2.

Step 5.	 Right click graphics area and click Select 
from menu to unselect Line tool.

Step 6.	 Click vertical line and click Construction 
Geometry  on the context toolbar, Fig. 3.

Step 7.	 Click Smart Dimension  (S) on the 
Sketch toolbar.

Step 8.	 Add dimensions, Fig. 4.  Dimension double 
distance .42 and .5.  To double distance di-
mension, click centerline and left endpoint of top horizontal line, 
move the cursor above and to right of centerline and click.  Key-
in .42 in the Modify box and press ENTER. Double distance .5 
dimension.  Add .7 dimension. 

B.  Save as "BATTERY CLIP".
Step 1.	 Click File Menu > Save As.

Step 2.	 Key-in BATTERY CLIP for the filename and press ENTER.
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C.  Tangent Arcs.
Step 1.	 Click Tangent Arc  in the Arc flyout  on the 

Sketch toolbar.

Step 2.	 Sketch two chained arcs from endpoint of bottom hori-
zontal line, Fig. 5.

Step 3.	 Right click graphics area and click Select from menu to 
unselect Tangent Arc tool.

Step 4.	 Click shared endpoint of arcs and click Make Tangent 
 on the context toolbar, Fig. 6.

Step 5.	 Click Smart Dimension  (S) 
on the Sketch toolbar.

Step 6.	 Dimension arcs, Fig. 7.

Step 7.	 Save. Use Ctrl-S.

D.  Mirror Sketch.
Step 1.	 Drag a selection to select 

all geometry, Fig. 8.

Step 2.	 Click Mirror Entities 
 on the 

Sketch toolbar, Fig. 9.
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E.  Extrude.
Step 1.	 Click Features  on the Command Manager toolbar.

Step 2.	 Click Extruded Boss/Base  on the Features toolbar.

Step 3.	 In the Boss-Extrude Property Manager set: 
	 under Direction 1, Fig. 10
		  End Condition  Mid Plane

		  Depth   .08
  	 click OK .

Step 4.	 Save. Use Ctrl-S.

F.  Clips.
Step 1.	 Click the front face and click 

Sketch  on the context 
toolbar, Fig. 12.

Step 2.	 Click Normal To  on the Views toolbar
(Ctrl-8).

Step 3.	 Click Circle  on the Sketch toolbar.

Step 4.	 Sketch two circles for the clips, Fig. 13.
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Step 5.	 Click Smart Dimension  (S) on the 
Sketch toolbar.

Step 6.	 Add dimensions, Fig. 14.

Step 7.	 Click Offset Entities  on the 
Sketch toolbar.

Step 8.	 In the Offset Entities Property Man-
ager set: 
	 under Parameters, Fig. 15

	 	 Distance   .02
	 	 click left circle in sketch, Fig. 16
		  The yellow offset should 
be outside the original green 
circle, Fig. 16.  If it is not, 
check Reverse. 
	 click OK .

Step 9.	 Click Trimet-

ric  on the 
Standard Views 
toolbar.

Step 10.	Click Features  
on the Command Manager toolbar.

Step 11.	Click Extruded Boss/Base  on the Features toolbar.

Step 12.	In the Boss-Extrude Property Manager set: 
	 under Direction 1, Fig. 17

		  Depth   .1
  	 click OK .

Step 13.	Save. Use Ctrl-S.
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G. Sketch for Electrical Routing.
Step 1.	 Click the top face and click Sketch  on the 

context toolbar, Fig. 19.

Step 2.	 Click Normal To  on the Standard Views 
toolbar. (Ctrl-8)

Step 3.	 Click Centerline  in the Line flyout  
on the Sketch toolbar.

Step 4.	 Sketch a vertical line down top face
at Midpoint  of edge, Fig. 20.

Step 5.	 Click Point  on the Sketch 
toolbar.

Step 6.	 Sketch a Point left of centerline, 
Fig. 21.

Step 7.	 Click Smart Dimension  
(S) on the Sketch toolbar.

Step 8.	 Add .12 dimension, Fig. 22.

Step 9.	 Right click graphics area and 
click Select from menu to unselect Smart Dimension.

Step 10.	Ctrl click Point and Origin  to 
select both.  Release Ctrl key and 

click Make Horizontal  on 
the context toolbar, Fig. 23.

Step 11.	Ctrl click Point and vertical con-
struction line to select both, Fig. 24.

Step 12.	Click Mirror Entities 
 on the Sketch 

toolbar, Fig. 25.

Step 13.	Click Exit Sketch  on the 
Sketch toolbar.
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H.  Enable SOLIDWORKS Routing.
Step 1.	 If necessary, turn on SOLIDWORKS Routing, click the 

flyout of Options  on the Standard toolbar and click 
Add-Ins.

Step 2.	 In the dialog box place a check in the check box under 
SOLIDWORKS Routing Active Add-Ins and Start-Up, 
Fig. 26.  Click OK.

I.  Create C Points for Electrical Routing.
Step 1.	 Click Trimetric  on the Standard Views toolbar.

Step 2.	 Click Tools Menu > Routing > Routing Tools > Create Connection 
Point.

Step 3.	 In the Connection Point Property Manager set: 
	 under Selections, Fig. 27
		  click top face and Point on left, Fig. 28
	 under Route type
		  select Electrical
	 under Parameters
		  Nominal diameter  .07 
		  Stub length  0 
		  Additional wire  .4 
	 click Keep Visible  
and OK , Fig. 27.  The 

Push Pin  on allows creation of 
another CPoint.

Step 4.	 In the Connection Point Property Manager set: 
	 under Selections, Fig. 29
		  click top face and Point on right, Fig. 30
	 under Parameters
		  Nominal diameter  .07 
		  Stub length  0 
		  Additional wire  .4
	 click OK and then 
click Cancel .

Step 5.	 Save. Use Ctrl-S.
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J.  Fillets.
Step 1.	 If necessary, hide the CPoints, use View Menu 

> Hide/Show > Routing Points.

Step 2.	 Hide Sketch3.  To hide, click Sketch3 in the 
Feature Manager and click Hide  on the 
context toolbar, Fig. 31.

Step 3.	 Click Fillet  on the Features toolbar.

Step 4.	 In the Fillet Property Manager set:  
	 select FilletXpert, Fig. 32

	 Radius  .03
	 click the 4 edges, Fig. 33
	 click OK .

K.  Appearance.
Step 1.	 Click the part to select the part, click 

Appearance Callout  on the context 
toolbar and click BATTERY C.. , Fig. 34.

Step 2.	 In the Appearances Task pane, expand Plastic, 
click High Gloss and in the lower pane select 
dark gray high gloss plastic, Fig. 35.

Step 3.	 Back over in the Appearances 
Property Manager, 
	 click Keep Visible  and
	 OK , Fig. 37.

	 The Push Pin  on allows 
selection of other material for termi-
nals.

Fig. 31

Fig. 32

Fig. 33

Fig. 37

Fig. 34

Click 
part

Fig. 35

Fig. 36



SOLIDWORKS 17   Battery Clip   E-CAR   Page 8-8

Step 4.	 Over in the Task pane, click the Appear-

ances Task tab , expand Metal and click 
Chrome and in the lower pane select chro-
mium plate, Fig. 38.

Step 5.	 In the Appearances Property Manager, 
	 under Selected Geometry 

	 click Select Features , Fig. 39
 
	 click one of the terminals, Fig. 40
	 click OK and then click Cancel .

Step 6.	 Save. Use Ctrl-S.

Fig. 39Fig. 40
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