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Bike Horn

Switch Assembly   
A.  Insert Switch Holder and Switch.
Step 1.	 Click File Menu > New, click Assembly Metric and OK.

Step 2.	 Select your SWITCH HOLDER file and click Open from the Open 
dialog box.

Step 3.	 In the Begin Assembly Property Manager: 
	 click Keep Visible , Fig. 1. 
	 Click OK in the Property Manager, Fig. 1.  This will 
place Switch Holder origin at the assembly origin and fix the 
position so Switch Holder cannot move.  This fixed compo-
nent should have a (f) before its name in the Feature Manager 

. 

Step 4.	 Click Browse in the Property Manager, Fig. 1.

Step 5.	 Select your SWITCH file and click Open from the Open dialog box.

Step 6.	 Click approximately where Switch is positioned in Fig. 2.

Step 7.	 Click OK in the Property Manager when done.

B.  Save as "SWITCH ASSEMBLY".
Step 1.	 Click File Menu > Save As.

Step 2.	 Key-in SWITCH ASSEMBLY for 
the filename and press ENTER.
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C.  Mates.
Step 1.	 Click Front Plane  in the Feature Manager and click Mate  on 

the context toolbar, Fig. 3.

Step 2.	 Expand the flyout Feature Manager design tree (click ) in the top left 
corner of the graphics area, expand SWITCH and click Front Plane

, Fig. 4.

Step 3.	 Click Add/Finish Mate  to add a Coincident mate.

Step 4.	 Click Right Plane  in flyout Feature Manager design tree in the Feature Manager, ex-
pand SWITCH and click Right Plane , Fig. 6.

Step 5.	 Click Add/Finish Mate  to add a Coincident mate.
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Step 6.	 Click Top Plane  in flyout Feature Manager design tree in the Feature Manager, expand 
SWITCH and click Top Plane , Fig. 8.

Step 7.	 Click Distance  in Mate pop-up, Fig. 9.  Set distance 10.2 and press ENTER.  The 
Switch should positioned inside Switch Holder, Fig. 10.  If positioned in opposite direc-

tion, click Flip Dimension  in the Mate pop-up.  Click Add/Finish Mate  to add 
Distance mate.

Step 8.	 Click OK in the Property Manager.

Step 9.	 Save  (Ctrl-S).
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D.  Indent.
Step 1.	 Click Switch Holder component in the 

graphics area and click Edit Part  
on the context toolbar, Fig. 11.

Step 2.	 Click Insert Menu > Features > Indent.

Step 3.	 In the Indent Property Manager:  
	 under Selections, Fig. 12
		  Target body:
			   click Switch Holder, Fig. 13
		  Tool body region:
			   click Switch
		  check Cut
 	 under Parameters 
		  Clearance  .3
	 click OK .

Fig. 11
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E.  Create Plane 2.
Step 1.	 Click Top Plane  of the Switch Holder com-

ponent in the Feature Manager to display Plane is 
graphics area, Fig. 14.

Step 2.	 In graphics area Ctrl drag Top plane up and release, 
Fig. 15.

Step 3.	 In the Plane Property Manager set: 
	 under First Reference, Fig. 16

		  Distance   14
		   and press ENTER.
	 New plane should be above Top Plane.
	 click OK .

	 Tip:  The Planes were 
hidden in Chapter 
1.  To hide Planes, 
click View 
Menu > Show/
Hide > Planes 
(Alt-V then H P 
press ENTER).

F.  Section View.

Step 1.	 Click Section View  in 
View toolbar. Or View > Display > 
Section View.

Step 2.	 In the Section View Property Manager:  
	 under Section 1, Fig. 17

	 	 click Top Plane 

	 	 Offset Distance   14
	 click OK .

Fig. 16Fig. 14
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G.  Cut Extrude 2.
Step 1.	 Click Plane1  in the Feature Manager click 

Sketch  on the context toolbar, Fig. 19.

Step 2.	 Click Tools Menu > Sketch Tools > Intersection 
Curve.

Step 3.	 In the Intersection Curve Manager set:  
	 under Selected Entities, Fig. 20
		  click vertical faces of Indent (8), Fig. 21
	 click OK twice.

Step 4.	 Click Features  on the Command Man-
ager toolbar.

Step 5.	 Click Extruded Cut  on the Features toolbar.

Step 6.	 In the Cut-Extrude Property Manager set:  
	 under Direction 1, Fig. 22
		  End Condition	 Up To Next
	 click OK .

Step 7.	 Turn off Section View 

 in View toolbar. 
Or View > Display > 
Section View.

Step 8.	 Click Edit Component

 on the Features toolbar to exit.

Step 9.	 Save All  (Alt-F L).

Fig. 20
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