@lapter 5 Bike Horn

A. Extrudel.

Step 1.

Step 2.

Step 3.

Step 4.

Step 5.

Step 6.

Step 7.

Step 8.

Step 9.

Step 10.

Step 11.

Speaker

Click File Menu > New, click Part Metric and OK.

Click Front Plane |E| in the Feature Manager and click

Sketch ﬁ on the context toolbar, Fig. 1. = G BIR[¢[S]
{3 Part! (Default)

. . A, . @A e @ g
Click Centerline | +* |in the Line flyout :/: " | on the % " t:‘" e
Sketch toolbar. ?I :mn;mane

op Plane
|*| Right Plane

I_. Qrigin
Sketch horizontal centerline out from Origin ‘ and vertical centerline Fig. 1

up from Origin L, Fig. 2. —

Click 3 Point
Arc |678[(S) in
the Arc flyout
Origin

£l on the & \
Sketch toolbar. Fig. 2 Fig. 3
Sketch arc with start and endpoints above /._-————.\\.
vertical centerline and radius above, Fig. 3 . 5,!

Ctrl click center i

% point and Origin | __ o
Right click graphics area and click Select g #
g grap P RIAPDOG

from menu to unselect Arc tool.

Ctrl click midpoint\\.\\ of arc and top endpoint

of vertical centerline to select both. Release Fi
ig. 4
Ctrl key and click Make Coincident A on —— T
th text toolbar, Fig. 4.
¢ comiexttoorbar, g Y\Ctrl click endpoints]
Click both endpoints of arc to select both. Re- |- A X v
lease Ctrl key and click Make Horizontal |~ $ §O “\r} OO0

on the context toolbar, Fig. 5.

Fig. 5
Click Line n/: (L) on the Sketch toolbar. T

Sketch line between left endpoint of arc and
left endpoint of horizontal centerline, Fig. 6.
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Step 12. Click Smart Dimension

&

Dimension

. (S) on the Sketch
toolbar.

Step 13. Add double dimensions,
Fig. 7. To double distance
dimension top arc length, 30.6 28.4
click vertical centerline
and then click an endpoint
of arc, move the cursor
above centerline and click.
Key-in 26.6 in the Modify
box and press ENTER.
Double distance the other
dimensions.

Fig. 7

Step 14. Right click Eaphics area and

click Select |~ from menu to

. . Drag
unselect Smart Dimension. selection
to left

Step 15. Drag a selection to left to u LN
select horizontal centerline, Fig. 8
line and arc (all except vertical
centerline, Fig. 8.

Step 16. Click Mirror Entities ‘[H'ﬂ Mirrer Entities |0n the Sketch toolbar.

Step 17. Ctrl click vertical centerline and both lines, Fig. 9.

Step 18. Click Mirror Entities ‘[%'H] Mirror Entities |again, Fig. 10.

——
Smart

41.8 41.8

i 26.6 i 26.4
S ¥ —

30.6 28.4 w 30.6 28.4

Fig. 7

Fig. 9 Fig. 10
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Step 19. Click Features | Features | on the Command Manager toolbar.

@]
Step 20. Click Extruded Boss/Base baruded [ on the Features toolbar.
Step 21. In the Property Manager set:
under Direction 1, Fig. 11
Depth @ 2.2 'jﬂ B;“:""de &
Reverse Direction N
P
click OK %" . Zgma -
A
[ 1] [1] ‘—
B. Save as "SPEAKER". « E& =
Step 1. Click File Menu > Save =
AS. Draft t:utward
Fig. 11

Step 2. Key-in SPEAKER for the filename and press ENTER. P

T

@ ZRYI%a @
@@3@&@@

C. Extrude 2.
Step 1. Rotate view to view rear of Speaker, hold down middle
mouse button (wheel) and drag to rotate view, Fig. 13.

Step 2. Click rear face and click Sketch t on the context
toolbar, Fig. 13.

Step 3. Click Cirele |(2]| (S) on the Sketch toolbar.

i Fig. 13
Step 4. Sketch circle at Origin , Fig. 14. i
—i—
&
Step 5. Click Smart Dimension | >™" | (S) on the Sketch @ 29
toolbar. v

Step 6. Dimension diameter 29, Fig. 14.

Step 7. Click Features | Features | on the Command Manager
toolbar.

Fig. 14
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Step 8. Click Extruded Boss/Base | Extruded | on the Features toolba?b ,

Eoss/Base

Step 9. In the Boss-Extrude Property Manager set:

under Direction 1, Fig. 15 ) Boss-Extrude @
vV X®
Depth @ 4.3 mex )
click OK % . |
IZ‘ Blind ~
D. Cut-Extrudel. ,g
Step 1. Click face of Extrude2 and o ﬁ
click Sketch ﬁ on the context Mg‘
i [ B#
tOOIbar, Flg. 17. Draft outward

Fig. 15

Step 2. With the face still selected, click Offset Entities | ©ffset
the Sketch toolbar, Fig. 17.

Step 3. In the Offset Entities Property Manager set:
under Parameters, Fig. 18

@ Offset Entities @

Distance{? 1.2 v

Parameters A

check Reverse o m
click OK f . :::e:jsi:lel ions
Select cha“
Step 4. Click Features | Features | on Dz;’d"

the Command Manager toolbar. s
Lines
Construction geometry:
@ [[] Base geometry
[] Offset geometry

Step 5. Click Extruded Cut Bxtruded | on Fio. 18
the Features toolbar. &

Step 6. In the Cut-Extrude Property Manager set:

under Direction 1, Fig. 20 ot Extrade @
[CJ
Depth @ 1 :o...x :
click OK % . |

Step 7. Save [ (Ctr1-S). -1

& [1.00mm =
Crip sidhm

Draft outward

Fig. 20
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E. Extrude3.
Step 1. Click Isometric ﬁ on the Standard Views toolbar. (Ctrl-7) ? Lle@ >

&8 SPEAKER (Default)
4 Annotat\'ons

Step 2. Click Front Plane |E| in.the Feature Manager and click Sketch ||__ . :a‘ir@
on the context toolbar, Fig. 22.
LJ op Plane
. LJ TR\'gph't)‘P\ane
Step 3. Click Circle Gj' (S) on the Sketch toolbar. 1, origin

4 éﬂ Boss-Extrude
4 éﬂ Boss-Extrude2

L B
: - . % R L
Step 4. Sketch circle at Origin Lo Fig. 23. 28-6; /'/\\\\Q”\‘if Flg 22
Step 5. Click Smart Dimension |, >"" | (S) on the Sketch
toolbar. - \

Step 6. Dimension diameter 28.6, Fig. 23.

@)
Step 7. Click Extruded Boss/Base Baded | on the Features
toolbar. ’

Step 8. In the Boss-Extrude Property Manager set:
under Direction 1, Fig. 24

@) Boss-Extrude ®@
Depth @ 6.5 v X ®
click Draft [l 5° o
Cllck OK f . Direction 1 A
Blind .

. I
£y 6.50mm z
[~ Merge re'!&
5.00deg
o&d

[ Draft

Fig. 24
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F. Cut-Extrude?2.

Step 1. Click front face Extrude 3 and click Sketch i on
the context toolbar, Fig. 26.

C
Step 2. With the face still selected, click Offset Entities | ©T«¢t

Entities
on the Sketch toolbar,.
Step 3. In the Offset Entities Property Manager set:
under Parameters, Fig. 27 . Offset Entities ®

Distance & 1.1 v E~

Parameters

check Reverse & @.mm -
Add d\n;ers\ons

click Keep Visible = e
and OK %" . The Push Pin A" ., S

A

K []Bi-directional
on allows selection of another Cap ends
offset. -
. @ . Construction geometry:

DlStaIlce D 2, Flgo 29 Base geometry

click offset circle, Fig. 30 [Joffset geometry

) Fig. 27
click OK %* and £

. E Offset Entities @
click Cancel . v 52

Parameters ~

Step 4. Click Features ]M on & @

Add dimer¥%ions

the Command Manager toolbar. -
[] select chain
[ Bi-directional
@ Cap ends
Step 5. Click Extruded Cut Bxtruded | on -
u ines
the Features toolbar. Construction geometry:

[[] Base geometry
[J Offset geometry

Step 6. In the Cut-Extrude Property Man- Fig. 29
ager set:
under Direction 1, Fig. 31

Depth {3 9.7

Clle OK f . Cut-Extrude @
v X ®
Step 7. Save [ (Cerl-S). ™ e
Blind ~

0 g

[IFlip side t¥ut

Draft outward

Fig. 31

Fig. 32
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G. Dome Hub.

Step 1. Click Dome on the Features toolbar.

8 Dome
In the Dome Property Manager set: v x

under Parameters, Fig. 33
click front face of cut, Fig. 34

Step 2.

Distance 1

check Elliptical dome

click OK % .

Step 3. Save ﬁ (Ctrl-S).

H. Fillets.

Step 1.

Step 2.

@

-

set Radius f{ 2

click a corner edge of
Extrudel, Fig. 36
click Connected to start loop

click Apply

set Radius .‘{ .7, Fig. 37
click both edges of Extrudel,

tr 5 edges on the Fillet pop-up

Fig. 38
click OK % .
@ FilletXpert @
v X 5

Items To Fillet

Edge<7>

Edge<8>

Show selection toolbar
v
Apply

Options
Select through faces
[“] Tangent propagation
(®) Full preview
O Partial preview

(O No preview

Fig. 37

SOLIDWORKS 21

~

A

Click Fillet |Fi'=t| on the Features toolbar.

Parameters

@ I Face<1>

Elliptical dome
Show preview ‘

Fig. 33

@ FilletXpert
In the Fillet Property Manager set: v x
select FilletXpert, Fig. 35

Items To Fillet

@ Edge<1>
Edge<2>
Edge<3>
Edge<4>
Edge<5>
Edge<6>

Options

Fig. 38

SPEAKER

Show selection toolbar

K 2.00mm

Select through faces
[v] Tangent propagation
(® Full preview

(O partial preview

(O No preview

Fig. 35

Apply

BIKE HORN

Fig. 39

PAGE 5-7



I. Appearance.

Click / & Q.l‘ q Q‘ g
Step 1. Click part, click Appearance Callout onthe PArCNY w1 x 24 @ @
context toolbar and click SPEAKER “3, Fig. 40. - \ ﬁF:Z:LﬁuB
a Body

I} SPEAKER

Remave All .

Step 2. In the Appearances Property Manager set:
under Color, Fig. 41
click a gray swatch

click OK %

Spsrenn g | X

Step 3. Save [ (Ctr1-s).

ig. 40

O color @
v X
Color/Image
Selected Geometry A
SPEAKER SLDPRT

Remove Appearance ‘

Colnr

.|standard N ‘

e
i

[ NRES
[ REES =

[ JRES =

®RGB OHsv

Fig. 41
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