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Chapter 8

8/10/24

Solar Sidewinder

Tires 
A.  Extrude1.
Step 1.	 Click File Menu > New, click Part Metric  and OK.

Step 2.	 Click Right Plane  in the Feature Manager and click 
Sketch  on the context toolbar, Fig. 1.

Step 3.	 Click Circle  (S) on the Sketch toolbar.

Step 4.	 Sketch two circles at Origin , Fig. 2.

Step 5.	 Click Smart Dimension  (S) on the 
Sketch toolbar.

Step 6.	 Dimension diameters 24.3 and 20.1, Fig. 2.

Step 7.	 Click Offset Entities  on the Sketch toolbar.

Step 8.	 In the Offset Entities Property Manager set: 
	 under Parameters, Fig. 3
		  check Reverse

	 	 Distance   .1 (interference fit of Rim)
	 under Construction geometry
	 	 check Base geometry
		  click inside circle, Fig. 4
		  Yellow offset circle on inside - 
		  base geometry (construction) on outside 
	 click OK .

Fig. 1

Fig. 2

Origin

Fig. 3

Fig. 5Fig. 4

Note:
This interference 
fit is for TPU 
which will stretch 
over Rim.  You 
can reverse the fit 
for PLA.  Or print 
the Rim and Tire as 
assembly.
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Step 9.	 Click Features  on the Command Manager toolbar.

Step 10.	Click Extruded Boss/Base  on the Features toolbar.

Step 11.	 In Boss-Extrude Property Manager set: 
	 under Direction 1, Fig. 6
		  End Condition  Mid Plane

		  Depth   3
  	 click OK .

B.  Save as "FRONT TIRE".
Step 1.	 Click File Menu > Save As.

Step 2.	 Key-in FRONT TIRE for the filename and press ENTER.

C.  Mate Reference.

Step 1.	 Click Reference Geometry  on the Features toolbar and Mate Reference from the 
menu.

Step 3.	 In the Mate Reference Manager set: 
	 under Primary Reference Entity
		  click inside cylindrical face, Fig. 9
	 click OK .

Fig. 6

Fig. 7

Fig. 8 Fig. 9

Face
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D.  Appearance Rubber.

Step 1.	 Click part, click Appearance Callout  on the context 
toolbar and click FRONT TIRE , Fig. 10.

Step 2.	 In the Appearances Task pane, expand Rubber, click 
Gloss and in the lower pane select glossy rubber, Fig. 11.

Step 3.	 In the Appearances Property Manager click OK , Fig. 12.

Step 4.	 Save  (Ctrl-S).

E.  Save as "REAR TIRE".
Step 1.	 Save. 

Use Ctrl-S  to save FRONT TIRE.  
Very important to save here.

Step 2.	 Click File Menu > Save As.

Step 3.	 Key-in REAR TIRE for the filename.
You now have two tires files, FRONT and REAR.  Next, we change 
dimensions in sketch and add treads to REAR tire.

Fig. 11

Fig. 12

Fig. 10

Click 
part

Fig. 13
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F.  Change Sketch1.
Step 1.	 Edit Sketch1 .  To edit, click Boss-Extrude1  in the Feature 

Manager and click Edit Sketch  in the context toolbar, Fig. 14.

Step 2.	 Change diameters to 38 and 33.8 and offset to .25, Fig. 15.

Step 3.	 Click Exit Sketch  on the Sketch toolbar.

Step 4.	 Save  (Ctrl-S).

Fig. 14

FRONT TIRE REAR TIRE

Change to Diameters 
and offset

Fig. 15



SOLIDWORKS 24   Tires   SIDEWINDER   Page 8-5

G.  Cut-Exturde1 Tread.
Step 1.	 Click Top Plane  in the Feature Manager and click 

Sketch  on the context toolbar, Fig. 16.

Step 2.	 Click Normal To  on the Standard Views toolbar. 
(Ctrl-8)

Step 3.	 Click Wireframe  on the View toolbar.

Step 4.	 Zoom in at Origin , Fig. 17.

Step 5.	 Click Centerline  in the Line flyout  on the Sketch toolbar.

Step 6.	 Sketch horizontal centerline across to the left from Origin 

 and vertical centerline down from Origin , Fig. 18.

Step 7.	 Click 3 Point Arc  (S) in the 

Arc flyout  on the Sketch 
toolbar.

Step 8.	 Sketch a 3 point arc between end-
points of centerlines with radius to 
right, Fig. 19.

Step 9.	 Click Smart Dimension  
(S) on the Sketch toolbar.

Step 10.	Add dimensions, Fig. 20.

Fig. 16

Fig. 17

Zoom

Fig. 18

Fig. 19 Fig. 20

Origin
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Step 11.	Click Offset Entities  on the Sketch toolbar.

Step 12.	In the Offset Entities Property Manager set: 
	 under Parameters, Fig. 21
		  check Reverse

	 	 Distance   .8
		  uncheck Bi-directional
		  click arc, Fig. 22
	 under Construction geometry
	 	 uncheck Base geometry
	 click OK .

Step 13.	Click Convert Entities  
on the Sketch toolbar.

Step 14.	In the Convert Entities Property Manager: 
	 under Entities to Convert, Fig. 23
		  click left edge of Tire, Fig. 24
	 click OK .

Fig. 22Fig. 21

Fig. 24Fig. 23
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Step 15.	Click Trim Entities  (S) on the Sketch toolbar.

Step 16.	In the Trim Property Manger: 

	 select Corner , Fig. 25
	 check Keep trimmed entities as construction geometry
	 Trim the offset arc back to the converted edge of Tire.
	 To trim, click offset arc on side to keep and converted edge line, 
	 Fig. 26 and Fig. 27.

	 Trim the other end of converted edge line to other arc,	Fig. 28 and Fig. 29.

	 Trim arc to vertical centerline, Fig. 30 and Fig. 31.
	 Click OK when done.

Fig. 25

Fig. 26

Before 
Trim

Fig. 27

After 
Trim

Fig. 28

Before 
Trim

Fig. 29

After 
Trim

Fig. 30

Before 
Trim

Fig. 31

After 
Trim
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Step 17.	Ctrl click line, both arcs and vertical centerline to select the four entities, Fig. 32.

Step 18.	Click Mirror Entities  on the Sketch toolbar, Fig. 33.

Step 19.	Click Isometric  on the Standard Views toolbar. (Ctrl-7)

Step 20.	Click Shaded With Edges  on the View toolbar.

Step 21.	Click Features  on the Command Manager toolbar.

Step 22.	Click Extruded Cut  on the Features toolbar.

Step 23.	In the Cut-Extrude Property Manager set:  
	 under From, Fig. 34
		  Start Condition  Surface/Face/Plane
		  in the box Select A Surface/Face/Plane 
		  click outside cylindrical face of Tire, Fig. 35
	 under Direction 1 
		  End Condition	 Blind

		  Depth   1.1
	 under Direction 2
		  End Condition	 Blind

		  Depth   1.1
	 	 click OK .

Step 24.	Save  (Ctrl-S).

Fig. 32 Fig. 33

Fig. 34

Fig. 35 Fig. 36
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H.  Circular Pattern.

Step 1.	 Click Circular Pattern  in the Linear Pattern flyout  on the Fea-
tures toolbar.

Step 2.	 In the Circular Pattern Property Manager set: 
	 under Features and Faces, Fig. 37
		  click Cut-Extrude1 in graphics area, Fig. 88
	 under Direction 1 
		  click in Pattern Axis box
		  click a cylindrical face
		  select Equal spacing

		  Number of Instances   40
	 under Options 
		  check Geometry pattern
	 click OK .

Step 3.	 Save  (Ctrl-S).

Fig. 37

Fig. 38

Fig. 39

Fig. 40

FRONT TIRE

REAR TIRE


