hapter 11 Circuit Cubes All Terrain

Wheel Assembly

A. Insert Rim and Tire.
s
Step 1. Click New . on the Standard toolbar, click Assembly Metric
™

and OK.

Step 2. Ctrl click your RIM and TIRE and click Open from the Open dialog box.

L,%Q Begin Assembly @ @
Step 3. In the Begin Assembly Property Manager set: v x B

click Keep Visible , Fig. 1 e v
under Part/Assembly in Insert oy o ~
select RIM to highlight it.

under Options G

Only fix first component Configuration:

Click OK % in the Property Manager.
This will place Rim origin at the assembly

Default v

Brows e...&
i v

Thumbnail Preview

origin and fix the position so Rim cannot T e
move. This fixed component should have Fig. 2 & ety h
. . Automatic Browse when creating new
a (f) before its name in the Feature Manager » % (A RIM<1> . :assembny
Graphics preview
() Make virtual
Step 4. In the Begin Assembly Property Manager: (Jenveope
under Part/Assembly in Insert, Fig. 3 e e
select TIRE to highlight it. O Oniy fixfrst componert N
OFix
() Float
Step 5. Place the Tire in the graphic area, Fig. 4. Fig. 1
. . f'j@ Begin Assembl @ @
Step 6. Click OK % in the Property Manager. v xg ’
Message v
B. Save as "WHEEL ASSEMBLY". Py e 2
Step 1. Click File Menu > Save As. RiM ‘
Step 2. Key-in WHEEL CD:Q.( ;
ASSEMBLY for the o
ﬁlename and press Thumbnail Preview v
ENTER. Options A

2 Start command when creating new
assembly

. Automatic Browse when creating new
assembly

B Graphics preview

() Make virtual

[J envelope

() Show Rotate context toolbar
Fix / float component on insert:
© only fix first component
OFix

O Float

Fig. 4 Fig. 3
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C. Mate: Tire.
Step 1.

Step 2.

Step 3.

Step 4.

Step 5.

Step 6.

Step 7.

Step 1.

Step 2.

Step 3.

@ B & @ >
Click le v

@ 'WHEEL ASSEMBLY
Plane|!|inthe |, TN
Feature Man- Lj Front tNey
ager and Mate []:Ri;ht Plane

1, origin
% on the r G avers

context toolbar, |’ %mm“
Fig. S. Fig. 5

Expand the flyout Feature Manager
design tree, expand TIRE and click
Right Plane ! i Fig. 6.

Click Add/Finish Mate | v

A

to add

Coincident mate.

h @WHEELASSEMBLV
4 @Annmahons
L.J Front Plane

vy v v

@@ Mates

[ Right Plang

I_.Or\gm
4 % ) RIM<1>

h %()T\Rkb
4 @Annotatl&

Top Plane

~

- @] solid Bodies(1)

o% Material <not specified>
LJ Front Plane

Top Plane

[ Right Plane
I_, Qrigin ~
3 Revolvel

éﬂ Boss-Extrude

Cut-Revolvel

@ Fillet1

Hﬂ Mirror1

,Q Body-Move/Copy1
D‘ & CirPattern

Combine1

Fig. 6

Click a cylindrical face of

NINN O NI

in Rim and a cylindrical

face of Tire, Fig. 8.

Check Lock Rotation and Add/Finish Mate

©

Click OK % in the Property Manager.

pop-up toolbar to add a Concentric

& Lock rotation
% ig. 9

+ |in Mate

mate, Fig. 9.

save I (ctr-s).
D. Mate Reference. Fig. 8
[
Click Reference Geometry e on the Assembly toolbar and Mate Reference from
eometry

the menu. T E@ Mate Reference @
v X

In the Mate Reference Manager set: e ~

under Primary Reference Entity pefeut
and click a cylindrical face, Oy e ety whemnames
Fig. 11 Prlmaikeferen:e Entity
Face<1>@RIM<1>
click OK f . § pefautt ‘

2y .

SaVe E (Ctrl-S). Secondary Reference Entity ~

Face | 2

% Default ~
2y .
Tertiary Reference Entity ~
el | |

Fig. 11

Fig. 10
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