Circuit Cubes All Terrain

Chapter 3
Lego Axle

A. Create Block.

Step 1. Click New D on the Standard toolbar, click Part Metric

Step 2.

Step 3.

Step 4.

Step 5.
Step 6.

Step 7.

Step 8.

and OK. GCER S @
¥
Click Right Plane |E| in the Feature Manager and click Sketch ® fﬂ (Default
#e 4 E‘ Annotations
|__| on the context toolbar, Fig. 1. gsj Material <not specified>
L Front f —
Top P1_7~—4|
Click Circle Gj (S) on the Sketch toolbar. @
rigin
Fig. 1
Sketch a circle starting at the Origin L, Fig. 2.
Click Line n/: (L) on
the Sketch toolbar.
Sketch two perpendicu-
lar line off circle, Fig. 3.
Unselect Line tool. To
unselect, right click graph-
ics area and click Select
from menu. Fig. 2 Fig. 3
Drag selection to left to select both lines and click Make — | / LN\|=lxH %

Equal | = | on the context toolbar, Fig. 4.

@ru@ﬂ&%@@

Fig. 4
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Step 9. With the two line still selected, click Circular Sketch Pattern [ Circular Sketch Pattern | in the
Linear Sketch Pattern flyout |EE Linear Sketch Pattern ~ | on the Sketch toolbar.

Bzﬂ] Circular Pattern @ @
Step 10. In the Circular Sketch Pattern Property Manager set: v X
under Parameters, Fig. 5 p— ~
click in the center for pattern I:I box B‘ﬂ
click Origin | (Point 1), Fig. 6 (& o =
qi nsm::mom @ SGOdegs i‘
Angle L 360 acin ;Equalspa ng ‘
. Dimension radius
select Equal spacing (0 Dimension angular spacing
of 4 =
Number of Instances “ﬂf:‘ 4 - 10, AU =
under Entities to Pattern /& 038 =
both lines preselected g r5de =
CliCk OK .d. . E:It:iltieitu :’attern A
o™ Fig. 6 ]
Smart Flg' 5

Step 11. Click Smart Dimension | piyension | (S) on the Sketch toolbar. (4.8

-

Step 12. Add dimensions, Fig. 7. ‘ ‘

E N
Trirn

Step 13. Click Trim Entities | ;.. | (S) on the Sketch toolbar. 1.8

Step 14. In the Trim Property Manger:

select Trim to closest  ° I_ , Fig. 8 ‘ '

Trim the two segments of circle between the lines, Fig. 9. Fig. 7

Click segments to trim.

Results shown in Fig. 10. %Tﬁm ©)
Click OK %" when done. F— -

@ 4.8 Before @ 4.8
Trim

Fig. 9 Fig. 10
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B. Save as "LEGO AXLE".
Step 1. Click File Menu > Save As.

Step 2. Key-in LEGO AXLE for the filename and press ENTER.

BB Save As X
Cl create "LEGO AXLE BLOCI("- <« v « TechFd 25-26 » CCAT ~ O Search CCAT P
Step 1. Click Tools Menu > Blocks > Save. Crgmize = New older -. @
> Tech Ed 23-24 Name .
Step 2. In the Save As dialog box, Fig. 11 » B Tech£d 2425 o o st your seme
key-in LEGO AXLE BLOCK v S TechEd 2526
for the filename ccar
navigate to: Tutorias
Documents\Tech Ed 25-26\CCAT Fil name: | LEGO AXLE BLOCK v
CliCk Save button. Save as type: SOLIDWORKS Blocks (‘.sldblk)~ v
A~ Hide Folders Cance
D. Extrude. Fig. 11
C
Step 1. Click Offset Entities | °*' | on the Sketch toolbar.
[T offset Entities ©)
Step 2. In the Offset Entities Property Manager set: 57
under Parameters, Fig. 12 - ~
030mm B
Distance {? .3 (clearance for Axle hole) « .Adddihm .
check Reverse B reverse g
uncheck Bi-directional 52‘;‘:5

under Construction geometry
check Base geometry
click any entity, Fig. 13
yellow offset circle on inside -
base geometry (construction) on outside

click OK % . ?4.8

Cap ends
Arcs
Lines

Construction geometry:
. Base geometry
[ offset geumetry‘

Fig. 12

Fig. 13
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Step 3. Click Features | Features | on the Command Manager toolbar.

@ @ Boss-Extrude
Step 4. Click Extruded Boss/Base BE;dsrsL;g:sdE on the Features toolbar. v X ;,
Step 5. In the Property Manager set: setch Pene
under Direction 1, Fig. 15 ‘EI:
End Condition Bllnd » I‘
Depth @ 15.5 - & 1550mm~
click OK % . =
Fi .15
Step 6. Save E (Ctrl-S). g
E. Chamfers.
& Fig. 16
Step 1. Click Chamfer |chamfer| on the Features toolbar.
Step 2. In the Chamfer Property Manager set: @ chamer
under Chamfer Type, Fig. 17 v
o Chamfer Type
select Angle Distance ﬁ?‘ N
drag a selection to right select all end edges and drag Y
another selection at other end to select end edges, Fig. 18 '@;;;h:f
under Chamfer Parameters i
Distance$ 4 =

Angle |ln 45° 8 show seleaimr;:;cmlbar

8 Tangent propagation

Cth OK J . © Full preview
(O Partial preview
- () No preview
Step 3 . SaVe E e T Chamfer Parameters

(] Flip direction
&% 0.40mm ‘
[ 45.00deq

Fig. 17

(Ctrl-S).
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F- Mate REferences. i[mMateReference @

1 v %
Reference Reference Name A~
Step 1. Click Reference Geometry | “*™” | on the Features toolbar and pefoult
Mate Reference from the menu. Oy ey men e
Primary Reference Entity A
Step 2. In the Mate Reference Manager set: o3 l‘Fa“ms
under Primary Reference Entity § oot B
click eylindrical face, Fig. 21 = .
Secondary Reference Entity A~
click OK % . 21
N pefaut v
2 [y -
Tertiary Reference Entity A
ey | |
§ pefault v
. 2 any =
Fig. 21 Fig. 20

G. Appearance: Light Yellow.

. ; Cr v BRI YK
Step 1. Click part, click Appearance Callout Ex P L@ 0 S @
on the context toolbar and click !ﬁ;;@zq .
LEGO AXLE &, Fig. 22. B oo v
Click / {1 Leco AxLE ‘1 x
Step 2. In the Appearances Task pane, expand part Fig. 22 7K Remove Allpar..
Plastic, click Medium Gloss and in the
lower pane select yellow medium gloss % F
plastic, Fig. 23. @ -~ @ ot 57
v e Appearances(color) e vance
Step 3. In the Appearances Property Manager: 2 @gﬁﬁ . |
under Color, Fig. 24 & st oy ~
set RGB values L@ Low Gloss
R 222 ﬁSoﬁTouch
G 219 72 oo e
B 194 ]
c]ick OK f . blue medium gloss plastic I P —

Color ~

Vd

@ standard e

Step4. save = (ctr1-s).

i

green medium gloss plastic

. 222 a =

LT :

. g&jl—:‘

yellow medium gloss plastic ORGe (OHsv
Fig. 23 ~ Fig. 24
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